## FJS Carry/Return Rollers

### Slot Options

- Double slot
- Single slot
- Open slot
- Plain end
- Suspended

### Technical Specifications

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>K</th>
</tr>
</thead>
<tbody>
<tr>
<td>Roller Ø</td>
<td>Face</td>
<td>Back to Back</td>
<td>Overall Length</td>
<td>Inside Bearing Ø</td>
<td>Ø at Undercut</td>
<td>Shaft Ø</td>
<td>Slot Width</td>
<td>Across Flat</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Bearing Type</th>
<th>Qty Required</th>
</tr>
</thead>
</table>

### Material

- UHMW-PE
- STEEL (Weld Free)

### Special Comments
FJS Impact Rollers

Slot Options

- Double slot
- Single slot
- Open slot
- Plain end
- Suspended

Table:

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>K</th>
<th>M</th>
<th>Bearing Type</th>
<th>Cyl Required</th>
</tr>
</thead>
<tbody>
<tr>
<td>Roller Ø</td>
<td>Inside Bearing Ø</td>
<td>Ø at Undercut</td>
<td>Overall Length</td>
<td>Back/Back</td>
<td>Face</td>
<td>Shaft Ø (mm)</td>
<td>Slot Width</td>
<td>Across Flat</td>
<td>Shell Tube Ø</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Special Comments
FJS Return Disc Rollers

A - Roller Ø
B - Face
C - Back to Back
D - Overall Length
E - Inside Bearing Ø
F - Ø at Undercut
G - Shaft Ø (# known)
H - Slot Width
K - Across Flat
L - Disc Thickness
M - Shell Tube Ø
P - Disc Assy Width
Q - Between Discs
R - Bearing Type
S - Qty Required

Special Comments
Complete Roller Series

UHMW-PE Rollers

- FJS Standard Roller
- Low Noise Roller
- Mining Roller
- Low Temperature Roller
- Impact Roller
- Disc Roller
- Spiral Roller
- High Speed Roller
- Self-aligning Roller
- Tapered Roller
- Crowned Roller
- Guide Roller

Weld-free Steel Roller
HDPE Roller
Nylon Roller
Henan North China Industrial Plastic Co., Ltd
New Manufacturing Industrial Zone
Anyang, Henan 456150
China
Tel: +86 372 63838888
Email: sales@fjsroller.com